
RACHET FASTENERS 

Micro Plastics' Rachel Fasteners are 
designed to provide and economical fas
tening method over a wide range of panel 
thicknesses and materials. The easy hand 
installation assures a quick assembly and a 
strong and reliable finished product. Parts 
are molded in Black Nylon 6/6 
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New Sizes 
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RACHET FASTENERS ARE PACKAGED 1000 PIECES PER BAG -- PARTS MUST BE PURCHASED IN PACKAGED QUANTITES . 

PART 
NUMBER HOLE SIZE PANEL THK. RANGE HEADSTYLE HEAD SIZE"B" HEAD HEIGHT "A" 
27RT187675 .187 (4,7 5) .030/. 5 12 (0,76/13,00) 'B' 7/16 (11,11) .070 (1,78) 
27RT187500 .187 � .025 /.365 (0,64/9,27) "A" .375 (9,53) .070 (1,78) 
27RT187550 .187 (4,7 5) .030/.330 (0,76/8,38) 'B' .442 (11,23) .068 (1,73) 
27RT187640 .187 (4,7 5) . 125/.365 (3,18/9,27) 'O' 7/16 (11,11) .070 (1,78) 

'27RT187700PPB .187 (4,7 5) . 125/.450 (3,18111,43) 'C" .300 (7,22) .065 (1,65) 
27RT250425 .250 (6,35) .020/.218 (5,0815,5 4) "A" .720 (18,29) .098 (2,26) 
27RT250440 .250 (6,35) .1051.300 (2,6717,62) "A" .700 (17,78) . 100 (2,54) 
27RT250800 .250 (6,35) .150/.535 (3,8 1/13,59) "A" .700 (17,78) .107 (2,7 1) 
27RT250810 .250 (6, 35) . 150/.535 (3,81/13,5 9) "A' .495 (12,57) .074 (1,88) 
27RT250900 .250 (6,35) .062/.480 (1,57/12,19) 'B' .492 (12,50) .070 (1,7 8) 
27RT2811000 .281 (7, 13) .093/.500 (2,36112,70) "A' .625 (15,87) .110 (2,79) 

• PART MOLDED IN BLACK POLYPROPYLENE • HEAD WILL HAVE A TEXTURED FINISH • BULK PACKAGING 

+/-.015 Tolerance 

• LOCK LENGTH "C" FIGURE 
.680 (17,27) 
.500 (12,70) 1 
.562 (14,27) 2 
.640 (16,26) 3 
.700 (17,78) 2 
.425 (10,80) 
.437 (11,10) 
.783 (18,88) 2 
.783 (19,89) 
.787 (19,99) 1 
.890 (22,61) 2 
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